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          How to Assemble the Cutting Deck and Belt Cover 

 
1. Position the cutting deck assby. X(fig.1.1) under the mower (see fig.1.2),and adjust the height stage to be the lowest. 
    Cutting Deck Assby.X 

   
          Fig.1.1                                      Fig.1.2 
 
2. Assemble the height adjustment connecting bar D.  
Step: position the cutting deck assby. to a suitable place, put two height adjustment connecting bars D into the eye bolts 
C(fig.2.1), and insert the 8 type block pin B (fig.2.2).  
 
 Eye Bolt C    Height Adjustment Connecting Bar D   8 Type Block Pin B 

   
         Fig.2.1                          Fig.2.2 
 
How to assemble 8 type block pin B： 
(1). see fig.2.3, slightly insert the block pin tip into the pin hole; 
(2). see fig.2.4, push the block pin through the pin hole. 
(3). see fig.2.5, push the other head of block pin to let it close to the surface of height adjustment connecting bar.  

      

      Fig.2.3                Fig.2.4                 Fig.2.5 
 

To be completed by a registered service dealer
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3. Assemble the height adjustment connecting plate E (see fig.3.1). 
Insert two height adjustment connecting plates E into eye bolts F, then insert 8 type block pin A (see fig.3.2). 
 
height Adjustment Connecting Plate E      Eye Bolt F             8 Type Block Pin A 

   

             Fig.3.1                        Fig.3.2 
 
4. Assemble belt I. 
Pull tension pulley H to the position where the tensile deformation on the tension spring U happens(fig.4.1), then 
assemble the belt I with front belt pulley J (fig.4.2). (Note: it is better to have two persons to operate this step.)  
 
 Tension Pulley H    Tension Spring U   Belt I   Front Belt Pulley J 
 

   
          Fig. 4.1                        Fig. 4.2 
 
 
5. Assemble electronic clutch cover L. 
Dismantle two bolts K from the frame, aligh two side holes of clutch cover L(fig.5.2) with bolt K holes and then secure the 
bolt K (do not secure tightly now). Adjust the clutch cover L to be at horizontal level and keep two semicircles of clutch 
cover L close to axle M. Lastly, secure bolt K by using open spanner 10-12.  
 
 
 
 
 
 



            Bolt K                        Clutch Cover L 

   
             Fig.5.1                           Fig.5.2 
 
        Clutch Cover L      Axle M                 Open Spanner 10-12 

    
                      Fig.5.3                          Fig.5.4 
 
6. Assemble height adjustment pull rod N. 
Move the cutting deck assby.X to allow the height adjustment pull rod N go into the deck mounting hole O(see fig.6.1), 
then insert 8 type block pin A(see fig.6.2) 
 
Height Adjustment Pull Rod N   Deck Mounting Hole O   8 Type Block Pin A 
 

   
            Fig.6.1                            Fig.6.2 
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7. Assemble left & right belt covers. 
Respectively position the left belt cover P and right belt cover Q on the left baffle S and right baffle T(see fig.7.2),then use 
open spanner 10-12 to secure bolt R(M8×12, 4pcs for each sides)(see fig.7.3). 
      Left Belt Cover P       Right Belt Cover Q       Left Belt Cover P   Left Baffle S 

   
                 Fig.7.1                                   Fig. 7.2 
       Right Belt Cover Q    Right Baffle T               Bolt R M8×12 

                                 

                  Fig.7.3                              Fig.7.4 
8. Check the distance between cutting deck and ground. 
See fig.8.1 and fig.8.2, theoretically, when it is at the lowest stage, height of point a,b,c,d should be 15mm, and normal 
differential is ±3mm.  

 

                  Fig.8.1                                Fig.8.2 



SAFETY RULES
Safe Operation Practices for Ride-On Mowers

1. GENERAL OPERATION 

•  Read,understand, and follow all instructions on the 
machine and in the manual before starting. Do not 
put hands or feet near rotating parts or under the 
machine.

•  Keep clear of the discharge opening at all times.
•  Only allow responsible adults, who are familiar 

with the instructions, to operate the machine. 
Clear the area of objects such as rocks, toys, wire, 
etc., which could be picked up and thrown by 
the blades. Be sure the area is clear of bystanders 
before operating. Stop machine if anyone enters 
the area. Never carry passengers.

•  Do not mow in reverse unless absolutely necessary. 
Always look down and behind before and while 
backing.

•  Never direct discharged material toward anyone. 
Avoid discharging material against a wall or 
obstruction. Material may ricochet back toward 
the operator. Stop the blades when crossing gravel 
surfaces. Do not operate machine without the 
discharge chute, or other safety devices in place 
and working.

•  Slow down before turning.
•  Never leave a running machine unattended. Always 

turn off blades, set parking brake, stop engine, and 
remove keys before dismounting.

WARNING: 

WARNING: 

WARNING: 

•  Disengage blades when not mowing. Shut off 
engine and wait for all parts to come to a complete 
stop before cleaning the machine, or unclogging 
the discharge chute.

•  Operate machine only in daylight or good artificial 
light.

•  Do not operate the machine while under the 
influence ofalcohol or drugs.

•  Watch for traffic when operating near or crossing 
roads.

•  Use extra care when loading or unloading the 
machine onto a trailer or truck.

•  Always wear eye protection when operating 
machine.

•  Data indicates that operators, age 60 years and 
above, are involved in a large percentage of riding 
mower-related injuries. These operators should 
evaluate their ability to operate the riding mower 
safely enough to protect themselves and others 
from serious injury.

•  Follow the manufacturer's recommendation for 
wheel weights or counterweights.

•  Keep machine free of grass, leaves or other debris 
build-up which can touch hot exhaust / engine 
parts and burn. Do not allow the mower deck to 
blow leaves or other debris which can cause build-
up to occur. Clean any oil or fuel spillage before 
operating or storing the machine. Allow machine 
to cool before storage. 
 

2. SLOPE OPERATION

•  Mow up and down slopes, not across.
•  Watch for holes, ruts, bumps, rocks, or other 

hidden objects. Uneven terrain could overturn the 
machine. Tall grass can hide obstacles.

•  Choose a low ground speed so that you will not 
have to stop or shift while on the slope.

•  Do not mow on wet grass. Tyres may lose traction. 
Always keep the machine in gear when going 
down slopes. Do not shift to neutral and coast 
downhill.

•  Avoid starting, stopping, or turning on a slope. If 
the tyres lose traction, disengage the blades and 
proceed slowly straight down the slope.

•  Keep all movement on the slopes slow and gradual. 
Do not make sudden changes in speed or direction, 
which could cause the machine to roll over.

•  Use extra care while operating machine with grass 
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catchers or other attachments; they can affect the 
stability of the machine.

•  Do not try to stabilize the machine by putting your
foot on the ground.

•  Do not mow near drop-offs, ditches, or
embankments. The machine could suddenly roll
over if a wheel is over the edge or if the edge caves
in.

3. CHILDREN

•  Keep children out of the mowing area and in the
watchful care of a responsible adult other than the
operator.

•  Be alert and turn machine off if a child enters the
area.

•  Before and while backing, look behind and down
for small children.

•  Never carry children, even with the blades shut off.
They may fall off and be seriously injured or interfere
with safe machine operation. Children who have
been given rides in the past may suddenly appear in
the mowing area for another ride and be run over
or backed over by the machine.

•  Never allow children to operate the machine.
•  Use extra care when approaching blind corners,

shrubs, trees, or other objects that may block your
view of a child.

4. TOWING

•  Tow only with a machine that has a hitch designed
for towing. Do not attach towed equipment except
at the hitch point.

•  Follow the manufacturer's recommendation for
weight limits for towed equipment and towing
on slopes. Never allow children or others in or on
towed equipment.

•  On slopes, the weight of the towed equipment may
cause loss of traction and loss of control. Travel
slowly and allow extra distance to stop.

5. SERVICE

SAFE HANDLING OF PETROL

•  Extinguish all cigarettes, cigars, pipes, and other
sources of ignition.

•  Use only approved petrol container.

•  Never remove petrol cap or add fuel with the engine
running. Allow engine to cool before refueling.

•  Never fuel the machine indoors.
•  Never store the machine or fuel container where

there is an open flame, spark, or pilot light such as
on a water heater or other appliances.

•  Never fill containers inside a vehicle or on a truck or
trailer bed with plastic liner. Always place containers
on the ground away from your vehicle when filling.

•  Remove petrol powered equipment from the
truck or trailer and refuel it on the ground. If this
is not possible, then refuel such equipment with
a portable container, rather than from a petrol
dispenser nozzle.

•  Keep the nozzle in contact with the rim of the fuel
tank or container opening at all times until fueling is
complete. Do not use a nozzle lock-open device.

•  If fuel is spilled on clothing, change clothing
immediately.

•  Never overfill fuel tank. Replace petrol cap and
tighten securely.

GENERAL SERVICE
•  Never operate machine in a closed area.
•  Keep all nuts and bolts tight to be sure the

equipment is in safe working condition.
•  Never tamper with safety devices. Check their proper

operation regularly.
•  Keep machine free of grass, leaves, or other debris

build-up.
•  Clean oil or fuel spillage and remove any fuel-soaked

debris.
•  Allow machine to cool before storing.
•  If you strike a foreign object, stop and inspect the

machine.
•  Repair, if necessary, before restarting.
•  Never make any adjustments or repairs with the

engine running.
•  Check the discharge chute frequently and replace

with manufacturer's recommended parts, when
necessary.

•  Mower blades are sharp. Wrap the blade or wear
gloves, and use extra caution when servicing them.

•  Check brake operation frequently. Adjust and service
as required.

•  Maintain or replace safety and instruction labels, as
necessary.

•  Be sure the area is clear of bystanders before
operating.

•  Stop machine if anyone enters the area.
•  Never carry passengers.
•  Do not mow in reverse unless absolutely necessary.

Always look down and behind before and while
backing.

•  Never carry children, even with the blades shut off.
•  Theymay fall off and be seriously injured or interfere

with safe machine operation. Children who have
been given rides in the past may suddenly appear in



the mowing area for another ride and be run over 
or backed over by the machine.

•  Keep children out of the mowing area and in the
watchful care of a responsible adult other than the
operator.

•  Be alert and turn machine off if a child enters the
area.

•  Before and while backing, look behind and down
for small children.

•  Mow up and down slopes (15° Max), not across.
Be alert and turn machine off if a child enters the
area.

•  Choose a low ground speed so that you will not
have to stop or shift while on the slope.

•  Avoid starting, stopping, or turning on a slope. If
the tyres lose traction, disengage the blades and
proceed slowly straight down the slope.

•  If machine stops while going uphill, disengage
blades, shift into reverse and back down slowly.

•  Do not turn on slopes unless necessary, and then,
turn slowly and gradually downhill, if possible.

CONGRATULATIONS

CUSTOMER RESPONSIBILITIES
•  Read and observe the safety rules.
•  Follow a regular schedule in maintaining, caring for

and using your tractor.
•  Follow the instructions under "Maintenance" and

"Storage" sections of this manual.

WARNING:

WE1742SD SPECIFICATIONS  
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UNASSEMBLED PARTS

Steering
Extension
Shaft

Seat

Front Wheel Rear Wheel

Cutting Tray Bumper

Keys

Steering
Boot

Hex Bolt Large
Flat WasherSteering Wheel



ASSEMBLY

TOOLS REQUIRED FOR ASSEMBLY
 
A socket wrench set will make assembly easier.
Standard wrench sizes are listed.
Spark Plug Socket 16#  x1
Spanner                         x1
Wrench   10-12#          x1
Wrench   14-17#          x1
Cable tie                        x1

When right or left hand is mentioned in this man 
ual, it means when you are in the operating position 
(seated be hind the steering wheel).

TO REMOVE TRACTOR FROM UNPACK 
CRATE

•  Remove all accessible loose parts and parts cartons 
from crate.

•  Cut along dotted lines on all four panels of crate.
•  Remove end panels and lay side panels flat.
•  Remove mower and packing materials.
•  Check for any additional loose parts or cartons and 

remove. 
 

BEFORE REMOVING TRACTOR FROM
SKID
ATTACH STEERING HEEL (See Fig. 1)
ASSEMBLE EXTENSION SHAFT AND BOOT

•  Slide extension shaft onto lower steering shaft.
•  Place tabs of steering boot over tab slots in dash 

and push down to secure. 

INSTALL STEERING WHEEL 

•  Position front wheels of the tractor so they are 
pointing straight forward.

•  Remove steering wheel adapter from steering 
wheel and slide adapter onto steering shaft 
extension.

•  Position steering wheel so cross bars are horizontal 
(left to right) and slide inside boot and onto 
adapter.

•  Assemble large flat washer, 5/16 lock washer, 5/16 
hex bolt and tighten securely.

•  Snap steering wheel insert into center of steering 
wheel.

•  Remove protective materials from tractor hood and 
grill. 

IMPORTANT:
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INSTALL SEAT (See Figs. 2 and 3)  

1.Screw the two bolts and nuts (A in Fig 2) tightly to 
assemble the cushion(with bottom plate) onto the 
seat frame. A socket wrench set will make assmbly 
easier.

2.Push seat adjustment lever (B in Fig 3) outwards 
(direction C in Fig 3).

3)

3.Keep lever push outwards, and slide seat backwards.

4.Check that the seat is pisitioned correctly.

Install front bumper(See Fig.6)
Screw four bolts tightly with the inserted nuts 
to assemble the front bumper.

A

.



GBT896-1986

2  GB/T6177.2-2000  Nut M16×2.0    2pcs
1  SL928A-0651         Washer            4pcs

GB/T97.1-2002
SL928A-0649

SL928A-0650

2pcs
2  SL928A-0316 3pcs
1  SL928A-0317

1
2
3
4

2pcs
2pcs
2pcs
2pcs

Install The Front Wheel

Install The Rear Wheel

Clip
Bushing
Washer 20
Key 4.7×4.7×50 

Pin A
Pin B

Install The Cutting Tray

You may now roll your tractor off the crate. 
Follow the appropriate instruction below to remove 
the tractor from the crate.

 Before starting, read, understand and 
follow all instructions in the Operation section of this 
manual. Be sure tractor is in a well-ventilated area. Be 
sure the area in front of tractor is clear of other people 
and objects.

TO ROLL TRACTOR OFF SKID (See 
Operation section for location and 
function of controls)  

•  Raise attachment lift lever to its highest position.
•  Release parking brake by depressing brake pedal.
•  Place freewheel control in "transmission disengaged

position" (See "TO TRANSPORT" in the Operation 
section of this manual).

•  Roll tractor forward off crate.
•  Remove banding holding the deflector shield up

against tractor.

CHECK TYRE PRESSURE

The tyres on your tractor were overinflated at the
factory for shipping purposes. Correct tyre pressures
are important for best cutting performance. 
Reduce tyre pressures to PSI shown on tyres. 

CHECK DECK LEVELNESS

For best cutting results, mower deck should be 
properly leveled. See "TO LEVEL MOWER DECK" in the
Service and Adjustments section of this manual.
Check for proper position of all belts. See the figures 
that are shown for replacing motion and mower 
blade drive belts in the Service and Adjustments 
section of this manual. Verify that the belts are routed 
correctly. 

CHECK BRAKE SYSTEM

After you learn how to operate your tractor, check 
to see that the brake is operating properly. See "TO 
CHECK BRAKE" in the Service and Adjustments section 
of this manual.

CHECKLIST 

PLEASE REVIEW THE FOLLOWING CHECKLIST:
 All assembly instructions have been completed.
 No remaining loose parts in carton.
 Battery is properly prepared and charged.
 Seat is adjusted comfortably and tightened 

securely.
 All tyres are properly inflated. (For shipping 

purposes, the tyres were overinflated at the 
factory).

 Be sure mower deck is properly leveled side-to-
side/front-to-rear for best cutting results. (Tyres 
must be properly inflated for leveling).

 Check mower and drive belts. Be sure they are 
routed properly around pulleys and inside all 
belt keepers.

 Check wiring. See that all connections are still 
secure and wires are properly clamped.

 Before driving tractor, be sure freewheel 
control is in "transmission engaged" position 
(see "TO TRANSPORT" in the Operation section 
of this manual). 

WHILE LEARNING HOW TO USE YOUR TRACTOR, 
PAY EXTRA ATTENTION TO THE FOLLOWING 
IMPORTANT ITEMS:

 Engine oil is at proper level.
 Fuel tank is filled with fresh, clean, regular 

unleaded gasoline.
 Become familiar with all controls, their location 

and function. Operate them before you start 
the engine.

 Be sure brake system is in safe operating 
condition.

 Be sure Operator Presence System and Reverse 
Operation System (ROS) are working properly 
(See the Operation and Maintenance sections 
in this manual).

 It is important to purge the transmission 
before operating your tractor for the first 
time. Follow proper starting and transmission 
purging instructions (See “TO START ENGINE” 
and “PURGE TRANSMISSION” in the Operation 
section of this manual).
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You may now roll your tractor off the crate. 
Follow the appropriate instruction below to remove 
the tractor from the crate.

 Before starting, read, understand and 
follow all instructions in the Operation section of this 
manual. Be sure tractor is in a well-ventilated area. Be 
sure the area in front of tractor is clear of other people 
and objects.

TO ROLL TRACTOR OFF SKID (See 
Operation section for location and 
function of controls)  

•  Raise attachment lift lever to its highest position.
•  Release parking brake by depressing brake pedal.
•  Place freewheel control in "transmission disengaged
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CHECK DECK LEVELNESS
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properly leveled. See "TO LEVEL MOWER DECK" in the
Service and Adjustments section of this manual.
Check for proper position of all belts. See the figures 
that are shown for replacing motion and mower 
blade drive belts in the Service and Adjustments 
section of this manual. Verify that the belts are routed 
correctly. 

CHECK BRAKE SYSTEM

After you learn how to operate your tractor, check 
to see that the brake is operating properly. See "TO 
CHECK BRAKE" in the Service and Adjustments section 
of this manual.
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 No remaining loose parts in carton.
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 Seat is adjusted comfortably and tightened 

securely.
 All tyres are properly inflated. (For shipping 

purposes, the tyres were overinflated at the 
factory).

 Be sure mower deck is properly leveled side-to-
side/front-to-rear for best cutting results. (Tyres 
must be properly inflated for leveling).

 Check mower and drive belts. Be sure they are 
routed properly around pulleys and inside all 
belt keepers.

 Check wiring. See that all connections are still 
secure and wires are properly clamped.

 Before driving tractor, be sure freewheel 
control is in "transmission engaged" position 
(see "TO TRANSPORT" in the Operation section 
of this manual). 

WHILE LEARNING HOW TO USE YOUR TRACTOR, 
PAY EXTRA ATTENTION TO THE FOLLOWING 
IMPORTANT ITEMS:

 Engine oil is at proper level.
 Fuel tank is filled with fresh, clean, regular 

unleaded gasoline.
 Become familiar with all controls, their location 

and function. Operate them before you start 
the engine.

 Be sure brake system is in safe operating 
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 Be sure Operator Presence System and Reverse 
Operation System (ROS) are working properly 
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 It is important to purge the transmission 
before operating your tractor for the first 
time. Follow proper starting and transmission 
purging instructions (See “TO START ENGINE” 
and “PURGE TRANSMISSION” in the Operation 
section of this manual).



OPERATION
These symbols appear on your tractor or in literature supplied with the product. Learn and 
understand their meaning.

FAST SLOWCHOKEREVERSE NEUTRAL HIGH LOW
IGNITION SWITCH 

ENGINE OFF ENGINE ON ENGINE START PARKING BRAKE MOWER HEIGHT 
MOWER LIFT 

BATTERYFUELLIGHTS ON 

CLUTCH/BRAKE
PEDAL

1515

DANGER, KEEP HANDS 
AND FEET AWAY 

KEEP AREA CLEAR SLOPE HAZARDS 
(SEE SAFETY RULES SECTION) 

 indicates a hazard which, if not 
avoided, will result in death or serious injury.

 indicates a hazard which, if not 
avoided, could result in death or serious 
injury.

 indicates a hazard which, if not 
avoided, might result in minor or moderate 
injury.

 when used without the alert 
symbol, indicates a situation that could result 
in damage to the tractor and/or engine.

 indicates a hazard which,
if not avoided, could result in death, serious 
injury and/or property damage.

 indicates a hazard which, if not 
avoided, could result in death, serious injury 
and/or property damage.

KNOW YOUR TRACTOR
READ THIS OWNER'S MANUAL AND SAFETY RULES BEFORE OPERATING YOUR TRACTOR
Compare the illustrations with your tractor to familiarize yourself with the locations of various 
controls and adjustments. Save this manual for future reference.

(A) BLADE LIFT LEVER - 

(B) BRAKE PEDAL

(C) PARKING BRAKE LEVER 

(D) THROTTLE CONTROL

(E) CLUTCH SWITCH

(F) IGNITION SWITCH

(G) LIGHT SWITCH 
(H) FORWARD DRIVE PEDAL 

(I) REVERSE DRIVE PEDAL

(J) FREEWHEEL CONTROL

(K) CHOKE CONTROL 

(L) SERVICE REMINDER/HOUR METER 
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KNOW YOUR TRACTOR
READ THIS OWNER'S MANUAL AND SAFETY RULES BEFORE OPERATING YOUR TRACTOR
Compare the illustrations with your tractor to familiarize yourself with the locations of various 
controls and adjustments. Save this manual for future reference.
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(C) PARKING BRAKE LEVER 

(D) THROTTLE CONTROL

(E) CLUTCH SWITCH

(F) IGNITION SWITCH

(G) LIGHT SWITCH 
(H) FORWARD DRIVE PEDAL 

(I) REVERSE DRIVE PEDAL

(J) FREEWHEEL CONTROL

(K) CHOKE CONTROL 

(L) SERVICE REMINDER/HOUR METER 



HOW TO USE YOUR TRACTOR
TO SET PARKING BRAKE (See Fig. 7)

 

STOPPING (See Fig. 8)

MOWER BLADES -

DRIVE -

MPORTANT:

NOTE: 

IMPORTANT:

NOTE: 

CAUTION: 

TO USE THROTTLE CONTROL (D)
(See Fig.9)

TO USE CHOKE CONTROL (N) (See 
Fig. 9)

ENGINE-
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TO MOVE FORWARD AND 
BACKWARD (See Fig. 10)

TO ADJUST MOWER CUTTING HEIGHT

(See Fig. 11)

TO ADJUST GAUGE WHEELS 
(See Fig.12)

NOTE:

TO OPERATE ON HILLS
CAUTION: 

TO TRANSPORT (See Fig. 14)



TRANSMISSION ENGAGED

TRANSMISSION DISENGAGED

TOWING TRAILERS AND OTHER
ATTACHMENTS

TO OPERATE MOWER

TO STOP MOWER BLADES

SERVICE REMINDER/HOUR METER

BEFORE STARTING THE ENGINE
CHECK ENGINE OIL LEVEL

ADD PETROL
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CAUTION: 

TO START ENGINE (See Fig. 6)

NOTE: Before starting, read the warm and cold 
starting procedures below.

WARM WEATHER STARTING (50° F/0° C and 
above)

COLD WEATHER STARTING (50° F/0° C and 
below)

AUTOMATIC TRANSMISSION WARM UP

NOTE: 

PURGE TRANSMISSION

IMPORTANT: 

IMPORTANT:



CAUTION: 

Your transmission is now purged and now 
ready for normal operation.

MOWING TIPS
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CAUTION: 

Your transmission is now purged and now 
ready for normal operation.

MOWING TIPS

MAINTENANCE
SCHEDULE

BEFORE
EACH
USE

EVERY
8

HOURS

EVERY
25

HOURS

EVERY
50

HOURS

EVERY
100

HOURS

EVERY
SEASON

BEFORE
STORAGE

T
R
A
C
T
O
R

Check Brake Operation
Check Tyre Pressure
Check Operator Presence & ROS 
Systems 
Check for Loose Fasteners  

Check/Replace Mower Blades
Lubrication Chart  
Check Battery Level
Clean Battery and Terminals  
Clean Debris Off Steering Plate
Check Transaxle Cooling 
Check Mower Levelness 
Check V-Belts

E
N
G
I
N
E

Check Engine Oil Level  
Change Engine Oil (with oil filter) 
Change Engine Oil (without oil 
filter) 
Clean Air Filter 
Clean Air Screen 
Inspect Exhaust/Spark Arrester 
Replace Oil Filter (If equipped)
Clean Engine Cooling Fins
Replace Spark Plug  
Replace Air Filter Paper Cartridge
Replace Fuel Filter
1 - Change more often when operating under a heavy load or in high ambient temperature.
2 - Service more often when operating in dirty or dusty conditions. 
3 - Replace blades more often when mowing in sandy soil. 
4 - Not required if equipped with maintenance-free battery.
5 - See Cleaning in Maintenance Section.

GENERAL RECOMMENDATIONS

•  At least once a year you should replace the spark 
plug, clean or replace air filter, and check blades 
and belts for wear. A new spark plug and clean air 
filter assure proper air - fuel mixture and help your 
engine run better and last longer. 

BEFORE EACH USE
•  Check engine oil level.
•  Check brake operation.
•  Check tyre pressure.
•  Check operator presence and ROS systems for proper 

operation.
•  Check for loose fasteners.

LUBRICATION CHART & GREASE 
POINTS

IMPORTANT: 



TRACTOR

BRAKE OPERATION

TYRES
•  Maintain proper air pressure in all tyres (See the 

sides of tyres for proper PSI).
•  Keep tyres free of gasoline, oil, or insect control 

chemicals which can harm rubber.
•  Avoid stumps, stones, deep ruts, sharp objects and 

other hazards that may cause tyre damage.

BLADE CARE

 

 
BLADE REMOVAL (See Fig. 10)
•  Raise mower to highest position to allow access to 

blades. 

NOTE: 

•  Remove blade bolt by turning counterclockwise.
•  Install new or resharpened blade with stamped 

"THIS SIDE UP" facing deck and mandrel assembly.
•  IMPORTANT: TO ENSURE PROPER ASSEMBLY, 

CENTER HOLE IN BLADE MUST ALIGN WITH STAR 
ON MANDREL ASSEMBLY.

•  Install and tighten blade bolt securely (45 - 55 Ft. 
Lbs. torque).  

IMPORTANT: 

BATTERY

•  Keep battery and terminals clean.
•  Keep battery bolts tight.
•  Keep small vent holes open.
•  Recharge at 6 - 10 amperes for 1 hour. 

NOTE: 

TO CLEAN BATTERY AND TERMINALS 

•  Raise seat.
•  Disconnect BLACK battery cable first then RED 

battery cable and remove battery from tractor. 
Rinse the battery with plain water and dry. Clean 
terminals and battery cable ends with wire brush 
until bright.

•  Coat terminals with grease or petroleum jelly. 
Reinstall battery (See "REPLACING BATTERY" in 
the SERVICE AND ADJUSTMENTS section of this 
manual). 

V-BELTS
Check V-belts for deterioration and wear after 100 
hours of operation and replace if necessary. The belts 
are not adjustable. Replace belts if they begin to slip 
from wear. 

TRANSAXLE COOLING

•  Inspect cooling fan to be sure fan blades are intact 
and clean.

•  Inspect cooling fins for dirt, grass clippings and 
other materials. To prevent damage to seals, do 
not use compressed air or high pressure sprayer to 
clean cooling fins. 

.

NOTE: To seal tyre punctures and prevent flat tyres
due to slow leaks, tyre sealant may be purchased
from your local parts dealer. Tyre sealant also
prevents tyre dry rot and corrosion 

INSTRUCTION MANUAL



TRANSAXLE PUMP FLUID

ENGINE LUBRICATION

NOTE: Although multi-viscosity oils (5W30, 
10W30 etc.) improve starting in cold weather, 
they will result in increased oil consumption 
when used above 32°F.

ENGINE OIL FILTER

CLEAN AIR SCREEN

CLEAN AIR INTAKE/COOLING AREAS

NOTE:

AIR FILTER

EXHAUST

SPARK PLUGS

IN-LINE FUEL FILTER (See Fig. 11)

•  W ith engine cool, remove filter and plug fuel line 
sections.

•  Place new fuel filter in position in fuel line with 
arrow pointing towards carburetor.

•  Be sure there are no fuel line leaks and clamps are 
properly positioned.

•  Immediately wipe up any spilled gasoline.

.



CLEANING
•  Clean engine, battery, seat, finish, etc. of all foreign 

matter.
•  Clean debris from steering plate. Debris can restrict 

clutch/brake pedal shaft movement, causing belt 
slip and loss of drive.

 

•  Keep finished surfaces and wheels free of all 
gasoline, oil, etc.

•  Protect painted surfaces with automotive type wax.

.
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SERVICE AND ADJUSTMENTS

 
•  Depress brake pedal fully and set parking brake.
•  Place attachment clutch in "DISENGAGED" position.
•  Turn ignition key to "STOP" and remove key.
•  Make sure the blades and all moving parts have completely stopped.
•  Disconnect spark plug wire from spark plug and place wire where it cannot come 

in contact with plug.

TO REMOVE MOWER (See Fig. 13)
•  Place attachment clutch in "DISENGAGED" position.
•  Lower attachment lift lever to its lowest position.
•  Remove mower belt from electric clutch pulley (M).
•  Disconnect front link (E) from mower - remove 

retainer spring and washer.
•  Go to either side of mower and disconnect mower 

suspension arm (A) from chassis and rear lift link 
(C) from rear mower bracket (D) - remove retainer 
springs and washers.

•  Go to other side of mower and disconnect the 
suspension arm and rear lift link. 

 

•  Slide mower out from under right side of tractor. 

TO INSTALL MOWER (See Figs. 13-
17)

•  Lower attachment lift lever to its lowest position. 

 

NOTE: 

•  Slide mower under tractor until it is centered under 
tractor.

.



SERVICE AND ADJUSTMENTS

•  ATTACH MOWER SIDE SUSPENSION ARMS (A) 
TO CHASSIS - Position hole in arm over pin (B) on 
outside of tractor chassis and secure with retainer 
spring.

•  Repeat on opposite side of tractor. 

•  ATTACH REAR LIFT LINKS (C) - Lift rear corner of 
mower and position slot in link assembly over pin 
on rear mower bracket (D) and secure with washer 
and retainer spring.

•  ATTACH FRONT LINK (E) - Work from left side of 
tractor. Insert rod end of Iink assembly through 
front hole in tractor front suspension bracket (F).

•  Insert end of link (E) into hole in front mower 
bracket (H) and secure with washer and retainer 
spring (J).

•  Install belt onto electric clutch pulley (M).

IMPORTANT: 

•  Raise attachment lift lever to highest position.
•  If necessary, adjust gauge wheels before operating 

mower as shown in the Operation section on this 
manual. 

TO LEVEL MOWER

VISUAL SIDE-TO-SIDE ADJUSTMENT (See Fig. 18)
•  W ith all tyres properly inflated and if your lawn 

appears unevenly cut, determine which is de of 
mower is cutting lower.

•  With a 3/4” or adjustable wrench, turn lift link 
adjustment nut (A) to the left to lower LH side of 
mower, or, to the right to raise LH side of mower.

NOTE: Each full turn of adjustment nut will 
change mower height about 3/16".
•  Test your adjustment by mowing some uncut grass 

and visually checking the appearance. Readjust, if 
necessary, until you are satisfied with the results.  

PRECISION SIDE-TO-SIDE ADJUSTMENT (See Fig. 
19).
•  W ith all tyres properly inflated, park tractor on level 

ground or driveway. 

 

•  Raise mower to its highest position.
•  At both sides of mower, position blade at side and 

measure the distance (A) from bottom edge of 
blade to the ground. The distance should be the 
same on both sides.

AA

•  If adjustment is necessary, see step in Visual 
Adjustment instructions above.

.

. .

.

.

.
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SERVICE AND ADJUSTMENTS

•  Recheck measurements, adjust if necessary until 
both sides are equal. 

FRONT-TO-BACK ADJUSTMENT (See Figs. 20 & 
21)
IMPORTANT: Deck must be level side-to-side.
To obtain the best cutting results, the mower blades 
should be adjusted so the front tip is 1/8" to 1/2" 
lower than the rear tip when the mower is in its 
highest position.

•  Raise mower to highest position.
•  Position blade so the tip is pointing straight 

forward. Measure distance (8) to the ground at 
front and rear tip of the blade. Fig. 20.

B B 

•  If front tip of blade is not 16" to 12" lower than the 
rear tip, go to the front of tractor.

•  With an 11/16” or adjustable wrench, loosen jam 
nut A several turns to clear adjustment nut B.

•  With a 3/4” or adjustable wrench, turn front lift 
adjustment nut (B) clockwise (tighten) to raise the 
front of mower, or, counterclockwise (loosen) to 
lower the front mower. Fig. 21.

B

A

B
B

A

 

•  Recheck measurements, adjust if necessary until 
front tip of blade is 1/8" to 12" lower than the rear 
tip.

•  Hold adjustment nut in position with wrench and 
tighten jam nut securely against adjustment nut. 

TO REPLACE MOWER BLADE DRIVE 
BELT (See Fig. 22)
MOWER DRIVE BELT REMOVAL
•  Park tractor on a level surface. Engage parking 

brake.

•  Lower attachment lift lever to its lowest position.
•  Remove any dirt or grass clippings which may have 

accumulated around mandrels and entire upper 
deck surface.

•  Remove belt from electric clutch pulley (M), both 
mandrel pulleys (R) and all idler pulleys (V). 

MOWER DRIVE BELT INSTALLATION
•  Install belt around all mandrel pulleys (R) and 

around idler pulleys (V) as shown.
•  Install belt onto electric clutch pulley (M).
IMPORTANT:

•  Raise attachment lift lever to highest position Fig. 
22.

V
M

R

R

TO CHECK BRAKE

You may also check brake by:
•  Park tractor on a level, dry concrete or paved 

surface, depress brake pedal all the way down and 
engage parking brake.

•  Disengage transmission by placing freewheel 
control in "transmission disengaged" position. Pull 
freewheel control out and into the slot and release 
so it is held in the disengaged position. 

TO REPLACE MOTION DRIVE BELT 
(See Fig. 23)

BELT REMOVAL -

NOTE: Observe entire motion drive belt and 

.

.

.



SERVICE AND ADJUSTMENTS

position of all belt guides and keepers.

BELT INSTALLATION -

A
B

C

D

E

F

G

H

J

TRANSMISSION
REMOVAL/REPLACEMENT

TO ADJUST STEERING WHEEL ALIGNMENT

FRONT WHEEL TOE-IN/CAMBER

TO REMOVE WHEEL FOR REPAIRS (See Fig. 24)
•  Block up axle securely.
•  Remove axle cover, retaining ring and washers to 

allow wheel removal (rear wheel contains a square 
key - Do not lose).

•  Repair tyre and reassemble.
•  On rear wheels only: align grooves in rear wheel 

hub and axle. Insert square key.
•  Replace washers and snap retaining ring securely in 

axle groove.
•  Replace axle cover. 

NOTE: 

TO START ENGINE WITH A WEAK 
BATTERY (See Fig. 25)
 WARNING:

.

.
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SERVICE AND ADJUSTMENTS

IMPORTANT: YOUR TRACTOR IS EQUIPPED WITH A 
12 VOLT SYSTEM. THE OTHER VEHICLE MUST ALSO 
BE A 12 VOLT SYSTEM. DO NOT USE YOUR TRACTOR 
BATTERY TO START OTHER VEHICLES.

TO ATTACH JUMPER CABLES -
•  Connect one end of the RED cable to the POSITIVE 

(+) terminal of each battery (A - B), taking care not 
to short against tractor chassis.

•  Connect one end of the BLACK cable to the 
NEGATIVE (-) terminal (C) of fully charged battery.

•  Connect the other end of the BLACK cable (D) to 
good chassis ground, away from fuel tank and 
battery. 

TO REMOVE CABLES, REVERSE ORDER -
•  BLACK cable first from chassis and then from the 

fully charged battery.
•  RED cable last from both batteries.

TO REPLACE HEADLIGHT BULB
•  Raise hood.
•  Pull bulb holder out of the hole in the backside of 

the grill.
•  Replace bulb in holder and push bulb holder 

securely back into the hole in the backside of the 
grill.

•  Close hood.  

INTERLOCKS AND RELAYS

•  Check wiring. 

TO REPLACE FUSE

TO REMOVE BONNET AND GRILL 
ASSEMBLY (See Fig. 26)
•  Raise bonnet.
•  Unsnap headlight wire connector.
•  Stand in front of tractor. Grasp bonnet at sides, tilt 

toward engine and lift off of tractor.
•  To replace, reverse above procedure. 

ENGINE
TO ADJUST THROTTLE CONTROL 
CABLE

TO ADJUST CHOKE CONTROL

necessary, see engine manual. 

TO ADJUST CARBURETOR

.
.



STORAGE

 WARNING: 

 
TRACTOR

•  Clean entire tractor (See "CLEANING" in the 
Maintenance section of this manual).

•  Inspect and replace belts, if necessary (See belt 
replacement instructions in the Service and 
Adjustments section of this manual).

•  Lubricate as shown in the Maintenance section of 
this manual.

•  Be sure that all nuts, bolts and screws are securely 
fastened. Inspect moving parts for damage, 
breakage and wear.

•  Replace if necessary.
•  Touch up all rusted or chipped paint surfaces; sand 

lightly before painting. 

BATTERY
•  Fully charge the battery for storage.
•  After a period of time in storage, battery may 

require recharging.
•  To help prevent corrosion and power leakage 

during long periods of storage, battery cables 
should be disconnected and battery cleaned 
thoroughly (see "TO CLEAN BATTERY AND 
TERMINALS" in the Maintenance section of this 
manual).

•  After cleaning, leave cables disconnected and place 
cables where they cannot come in contact with 
battery terminals.

•  If battery is removed from tractor for storage, do 
not store battery directly on concrete or damp 
surfaces. 

ENGINE
FUEL SYSTEM
IMPORTANT: 

•  Empty the fuel tank by starting the engine and let 
it run until the fuel lines and carburetor are empty.

•  Never use engine or carburetor cleaner products in 
the fuel tank or permanent damage may occur.

•  Use fresh fuel next season. 

NOTE:

ENGINE OIL
•  Drain oil (with engine warm) and replace with 

clean engine oil. (See "ENGINE" in the Maintenance 
section of this manual). 

CYLINDER(S)
•  Remove spark plug(s).
•  Pour one ounce of oil through spark plug hole(s) 

into cylinder(s).
•  Turn ignition key to "START" position for a few 

seconds to distribute oil.
•  Replace with new spark plug(s). 

OTHER
•  Do not store gasoline from one season to another.
•  Replace your gasoline can if your can start to 

rust. Rust and/or dirt in your gasoline will cause 
problems.

•  If possible, store your tractor indoors and cover it 
to give protection from dust and dirt.

•  Cover your tractor with a suitable protective cover 
that does not retain moisture. Do not use plastic. 
Plastic cannot breathe which allows condensation 
to form and will cause your tractor to rust. 

IMPORTANT: NEVER COVER TRACTOR WHILE 
ENGINE AND EXHAUST AREAS ARE STILL WARM.

TROUBLESHOOTING POINTS

PROBLEM CORRECTION

Will not start

1. Out of fuel.
2. Engine not "CHOKED" properly.
3. Engine flooded.
4. Bad spark plug.
5. Dirty air filter.
6. Dirty fuel filter.
7. Water in fuel.
8. Loose or damaged wiring.
9. Carburetor out of adjustment.
10. Engine valves out of adjustment.

1. Fill fuel tank.
2. See "TO START ENGINE" in Operation section.
3. Wait several minutes before attempting to start.
4. Replace spark plug.
5. Clean/replace air filter
6. Replace fuel filter
7. Empty fuel tank and carburetor, refill tank with fresh 
gasoline and replace fuel filter.
8. Check all wiring.
9. See "To Adjust Carburetor" in Service Adjustments 
section.
10. Contact an authorized service center/department.

Hard to start

1. Dirty air filter.
2. Bad spark plug.
3. Weak or dead battery.
4. Dirty fuel filter.
5. Stale or dirty fuel.
6. Loose or damaged wiring.
7. Carburetor out of adjustment.
8. Engine valves out of adjustment.

1. Clean/replace air filter
2. Replace spark plug.
3. Recharge or replace battery.
4. Replace fuel filter.
5. Empty fuel tank and refill tank with fresh, clean gas.
6. Check all wiring.
7. See "To Adjust Carburetor" in Service Adjustments 
section.
8. Contact an authorized service center/department.

Engine will not
turn over

1. Brake pedal not depressed.
2. Attachment clutch is engaged.
3. Weak or dead battery.
4. Blown fuse.
5. Corroded battery terminals.
6. Loose or damaged wiring.
7. Faulty ignition switch.
8. Faulty solenoid or starter.
9. Faulty operator presence switch(es).

1. Depress brake pedal.
2. Disengage attachment clutch.
3. Recharge or replace battery.
4. Replace fuse.
5. Clean battery terminals.
6. Check all wiring.
7. Check/replace ignition switch.
8. Check/replace solenoid or starter.
9. Contact an authorized service center/department.

Engine clicks but
will not start

1. Weak or dead battery.
2. Corroded battery terminals.
3. Loose or damaged wiring.
4. Faulty solenoid or starter.

1. Recharge or replace battery.
2. Clean battery terminals.
3. Check all wiring.
4. Check/replace solenoid or starter.

Loss of power

1. Cutting too much grass/too fast.
2. Throttle in "CHOKE" position.
3. Build-up of grass, leaves, trash under mower.
4. Dirty air filter.
5. Low oil level/dirty oil.
6. Faulty spark plug.
7. Dirty fuel filter.
8. Stale or dirty fuel.
9. Water in fuel.
10. Spark plug wire loose.
11. Dirty engine air screen/fins.
12. Dirty/clogged muffler.
13. Loose or damaged wiring.
14. Carburetor out of adjustment.
15. Engine valves out of adjustment.

1. Raise cutting height/reduce speed.
2. Adjust throttle control.
3. Clean underside of mower housing.
4. Clean/replace air filter
5. Check oil level/change oil.
6. Clean and regap or change spark plug.
7. Replace fuel filter
8. Empty fuel tank and refill tank with fresh, clean gas.
9. Empty fuel tank and carburetor, refill tank with fresh
gasoline and replace fuel filter.
10. Connect and tighten spark plug wire.
11. Clean engine air screen/fins.
12. Clean/replace muffler.
13. Check all wiring.
14. See "To Adjust Carburetor" in Service Adjustments
15. Contact an authorized service center/department.

Excessive
vibration

1. Worn, bent or loose blade.
2. Bent blade mandrel.
3. Loose/damaged part(s).

1. Replace blade. Tighten blade bolt.
2. Replace blade mandrel.
3. Tighten loose part(s). Replace damaged parts.

Engine continues
to run when
operator leaves
seat with 
attachment clutch 
engaged

1. Faulty operator-safety presence 
control system.

1. Check wiring, switches and connections. If 
not corrected, contact an authorized service 
center / department.

CAUSE
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STORAGE

 WARNING: 

 
TRACTOR

•  Clean entire tractor (See "CLEANING" in the 
Maintenance section of this manual).

•  Inspect and replace belts, if necessary (See belt 
replacement instructions in the Service and 
Adjustments section of this manual).

•  Lubricate as shown in the Maintenance section of 
this manual.

•  Be sure that all nuts, bolts and screws are securely 
fastened. Inspect moving parts for damage, 
breakage and wear.

•  Replace if necessary.
•  Touch up all rusted or chipped paint surfaces; sand 

lightly before painting. 

BATTERY
•  Fully charge the battery for storage.
•  After a period of time in storage, battery may 

require recharging.
•  To help prevent corrosion and power leakage 

during long periods of storage, battery cables 
should be disconnected and battery cleaned 
thoroughly (see "TO CLEAN BATTERY AND 
TERMINALS" in the Maintenance section of this 
manual).

•  After cleaning, leave cables disconnected and place 
cables where they cannot come in contact with 
battery terminals.

•  If battery is removed from tractor for storage, do 
not store battery directly on concrete or damp 
surfaces. 

ENGINE
FUEL SYSTEM
IMPORTANT: 

•  Empty the fuel tank by starting the engine and let 
it run until the fuel lines and carburetor are empty.

•  Never use engine or carburetor cleaner products in 
the fuel tank or permanent damage may occur.

•  Use fresh fuel next season. 

NOTE:

ENGINE OIL
•  Drain oil (with engine warm) and replace with 

clean engine oil. (See "ENGINE" in the Maintenance 
section of this manual). 

CYLINDER(S)
•  Remove spark plug(s).
•  Pour one ounce of oil through spark plug hole(s) 

into cylinder(s).
•  Turn ignition key to "START" position for a few 

seconds to distribute oil.
•  Replace with new spark plug(s). 

OTHER
•  Do not store gasoline from one season to another.
•  Replace your gasoline can if your can start to 

rust. Rust and/or dirt in your gasoline will cause 
problems.

•  If possible, store your tractor indoors and cover it 
to give protection from dust and dirt.

•  Cover your tractor with a suitable protective cover 
that does not retain moisture. Do not use plastic. 
Plastic cannot breathe which allows condensation 
to form and will cause your tractor to rust. 

IMPORTANT: NEVER COVER TRACTOR WHILE 
ENGINE AND EXHAUST AREAS ARE STILL WARM.

TROUBLESHOOTING POINTS

PROBLEM CORRECTION

Will not start

1. Out of fuel.
2. Engine not "CHOKED" properly.
3. Engine flooded.
4. Bad spark plug.
5. Dirty air filter.
6. Dirty fuel filter.
7. Water in fuel.
8. Loose or damaged wiring.
9. Carburetor out of adjustment.
10. Engine valves out of adjustment.

1. Fill fuel tank.
2. See "TO START ENGINE" in Operation section.
3. Wait several minutes before attempting to start.
4. Replace spark plug.
5. Clean/replace air filter
6. Replace fuel filter
7. Empty fuel tank and carburetor, refill tank with fresh 
gasoline and replace fuel filter.
8. Check all wiring.
9. See "To Adjust Carburetor" in Service Adjustments 
section.
10. Contact an authorized service center/department.

Hard to start

1. Dirty air filter.
2. Bad spark plug.
3. Weak or dead battery.
4. Dirty fuel filter.
5. Stale or dirty fuel.
6. Loose or damaged wiring.
7. Carburetor out of adjustment.
8. Engine valves out of adjustment.

1. Clean/replace air filter
2. Replace spark plug.
3. Recharge or replace battery.
4. Replace fuel filter.
5. Empty fuel tank and refill tank with fresh, clean gas.
6. Check all wiring.
7. See "To Adjust Carburetor" in Service Adjustments 
section.
8. Contact an authorized service center/department.

Engine will not
turn over

1. Brake pedal not depressed.
2. Attachment clutch is engaged.
3. Weak or dead battery.
4. Blown fuse.
5. Corroded battery terminals.
6. Loose or damaged wiring.
7. Faulty ignition switch.
8. Faulty solenoid or starter.
9. Faulty operator presence switch(es).

1. Depress brake pedal.
2. Disengage attachment clutch.
3. Recharge or replace battery.
4. Replace fuse.
5. Clean battery terminals.
6. Check all wiring.
7. Check/replace ignition switch.
8. Check/replace solenoid or starter.
9. Contact an authorized service center/department.

Engine clicks but
will not start

1. Weak or dead battery.
2. Corroded battery terminals.
3. Loose or damaged wiring.
4. Faulty solenoid or starter.

1. Recharge or replace battery.
2. Clean battery terminals.
3. Check all wiring.
4. Check/replace solenoid or starter.

Loss of power

1. Cutting too much grass/too fast.
2. Throttle in "CHOKE" position.
3. Build-up of grass, leaves, trash under mower.
4. Dirty air filter.
5. Low oil level/dirty oil.
6. Faulty spark plug.
7. Dirty fuel filter.
8. Stale or dirty fuel.
9. Water in fuel.
10. Spark plug wire loose.
11. Dirty engine air screen/fins.
12. Dirty/clogged muffler.
13. Loose or damaged wiring.
14. Carburetor out of adjustment.
15. Engine valves out of adjustment.

1. Raise cutting height/reduce speed.
2. Adjust throttle control.
3. Clean underside of mower housing.
4. Clean/replace air filter
5. Check oil level/change oil.
6. Clean and regap or change spark plug.
7. Replace fuel filter
8. Empty fuel tank and refill tank with fresh, clean gas.
9. Empty fuel tank and carburetor, refill tank with fresh
gasoline and replace fuel filter.
10. Connect and tighten spark plug wire.
11. Clean engine air screen/fins.
12. Clean/replace muffler.
13. Check all wiring.
14. See "To Adjust Carburetor" in Service Adjustments
15. Contact an authorized service center/department.

Excessive
vibration

1. Worn, bent or loose blade.
2. Bent blade mandrel.
3. Loose/damaged part(s).

1. Replace blade. Tighten blade bolt.
2. Replace blade mandrel.
3. Tighten loose part(s). Replace damaged parts.

Engine continues
to run when
operator leaves
seat with 
attachment clutch 
engaged

1. Faulty operator-safety presence 
control system.

1. Check wiring, switches and connections. If 
not corrected, contact an authorized service 
center / department.

CAUSE



Poor cut - uneven

1. Worn, bent or loose blade.
2. Mower deck not level.
3. Buildup of grass, leaves, trash under 
mower.
4. Bent blade mandrel.
5. Clogged mower deck vent holes 
from buildup of grass, leaves, and trash 
around mandrels.

1. Replace blade. Tighten blade bolt.
2. Level mower deck.
3. Clean underside of mower housing.
4. Replace blade mandrel.
5. Clean around mandrels to open vent holes.

Mower blades 
will
not rotate

1. Obstruction in clutch mechanism.
2. Worn/damaged mower drive belt.
3. Frozen idler pulley.
4. Frozen blade mandrel.

1. Remove obstruction.
2. Replace mower drive belt.
3. Replace idler pulley.
4. Replace blade mandrel.

Poor grass
discharge

1. Engine speed too slow.
2. Travel speed too fast.
3. Wet grass.
4. Mower deck not level.
5. Low/uneven tyre air pressure.
6. Worn, bent or loose blade.
7. Buildup of grass, leaves, trash under 
mower.
8. Mower drive belt worn.
9. Blades improperly installed.
10. Improper blades used.
11. Clogged mower deck vent holes 
from buildup of grass, leaves, trash 
around mandrels.

1. Place throttle control in "FAST" position.
2. Shift to slower speed.
3. Allow grass to dry before mowing.
4. Level mower deck.
5. Check tyres for proper air pressure.
6. Replace blade. Tighten blade bolt.
7. Clean underside of mower housing.
8. Replace mower drive belt.
9. Reinstall blades sharp edge down.
10. Replace with blades listed in parts manual.
11. Clean around mandrels to open vent 
holes.

Headlight(s) not
working
(if so equipped)

1. Switch is "OFF".
2. Bulb(s) or lamp(s) burned out.
3. Faulty light switch.
4. Loose or damaged wiring.
5. Blown fuse.

1. Turn switch "ON".
2. Replace bulb(s) or lamp(s).
3. Check/replace light switch.
4. Check wiring and connections.
5. Replace fuse.

Battery will not
charge

1. Bad battery cell(s).
2. Poor cable connections.
3. Faulty regulator (if so equipped).
4. Faulty alternator.

1. Replace battery.
2. Check/clean all connections.
3. Replace regulator.
4. Replace alternator

Loss of drive

1. Freewheel control in "disengaged" 
position. (Mechanical transmission)
2. Debris on steering plate (if quipped).
3. Motion drive belt worn, damaged, 
or broken.
4. Air trapped in transmission during 
shipment or servicing.
5. Axle key missing.

1. Place freewheel control in "engaged" 
position. (Mechanical transmission)
2. See "CLEANING" in the maintenance section.
3. Replace motion drive belt.
4. Purge transmission.
5. Install axle key at rear wheel. See "TO 
REMOVE WHEEL" in the Service and 
Adjustments section.

Engine "backfires" 
when turning 
engine "OFF"

1. Engine throttle control not set 
between half and full speed (fast) 
position before stopping engine.

1. Move throttle control between half and full 
speed (fast) position before stopping engine.

Engine dies when
tractor is shifted
into reverse

1. Reverse operation system (ROS) 
is not "ON" while mower or other 
attachment is engaged.

1. Turn ignition key to ROS "ON" position. See
Operation section.
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Poor cut - uneven

1. Worn, bent or loose blade.
2. Mower deck not level.
3. Buildup of grass, leaves, trash under 
mower.
4. Bent blade mandrel.
5. Clogged mower deck vent holes 
from buildup of grass, leaves, and trash 
around mandrels.

1. Replace blade. Tighten blade bolt.
2. Level mower deck.
3. Clean underside of mower housing.
4. Replace blade mandrel.
5. Clean around mandrels to open vent holes.

Mower blades 
will
not rotate

1. Obstruction in clutch mechanism.
2. Worn/damaged mower drive belt.
3. Frozen idler pulley.
4. Frozen blade mandrel.

1. Remove obstruction.
2. Replace mower drive belt.
3. Replace idler pulley.
4. Replace blade mandrel.

Poor grass
discharge

1. Engine speed too slow.
2. Travel speed too fast.
3. Wet grass.
4. Mower deck not level.
5. Low/uneven tyre air pressure.
6. Worn, bent or loose blade.
7. Buildup of grass, leaves, trash under 
mower.
8. Mower drive belt worn.
9. Blades improperly installed.
10. Improper blades used.
11. Clogged mower deck vent holes 
from buildup of grass, leaves, trash 
around mandrels.

1. Place throttle control in "FAST" position.
2. Shift to slower speed.
3. Allow grass to dry before mowing.
4. Level mower deck.
5. Check tyres for proper air pressure.
6. Replace blade. Tighten blade bolt.
7. Clean underside of mower housing.
8. Replace mower drive belt.
9. Reinstall blades sharp edge down.
10. Replace with blades listed in parts manual.
11. Clean around mandrels to open vent 
holes.

Headlight(s) not
working
(if so equipped)

1. Switch is "OFF".
2. Bulb(s) or lamp(s) burned out.
3. Faulty light switch.
4. Loose or damaged wiring.
5. Blown fuse.

1. Turn switch "ON".
2. Replace bulb(s) or lamp(s).
3. Check/replace light switch.
4. Check wiring and connections.
5. Replace fuse.

Battery will not
charge

1. Bad battery cell(s).
2. Poor cable connections.
3. Faulty regulator (if so equipped).
4. Faulty alternator.

1. Replace battery.
2. Check/clean all connections.
3. Replace regulator.
4. Replace alternator

Loss of drive

1. Freewheel control in "disengaged" 
position. (Mechanical transmission)
2. Debris on steering plate (if quipped).
3. Motion drive belt worn, damaged, 
or broken.
4. Air trapped in transmission during 
shipment or servicing.
5. Axle key missing.

1. Place freewheel control in "engaged" 
position. (Mechanical transmission)
2. See "CLEANING" in the maintenance section.
3. Replace motion drive belt.
4. Purge transmission.
5. Install axle key at rear wheel. See "TO 
REMOVE WHEEL" in the Service and 
Adjustments section.

Engine "backfires" 
when turning 
engine "OFF"

1. Engine throttle control not set 
between half and full speed (fast) 
position before stopping engine.

1. Move throttle control between half and full 
speed (fast) position before stopping engine.

Engine dies when
tractor is shifted
into reverse

1. Reverse operation system (ROS) 
is not "ON" while mower or other 
attachment is engaged.

1. Turn ignition key to ROS "ON" position. See
Operation section.
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Notes



 

EC DECLARATION OF CONFORMITY 
 

We Handy Distribution Ltd - SN3 5HY (Importer) declare that the product: 
 

Designation: 107cm (42”) side Discharge Ride-On Tractor  
Model(s): WE1742SD 
Product Number: 1938186001 
Type/Serial No: As per rating label on machine 
 

Complies with the following directives: 
Machinery Directive 2006/42/EC 
Noise Directive 2000/14/EC & 2005/88/EC 
Emissions Directive 97/68/EC 
EMC Directive 2004/108/EC 
 

The conformity assessment procedure followed was in accordance with: 
EN ISO 5395-1:2013, EN ISO 5395-3:2013, EN ISO 14982:2009 
 
Guaranteed Sound Power Level:  
LWA = 100 dB(A) 
 
Measured Vibration:  
Whole Body 0.39m/s² - K= 1.5m/s² 
Hand/Arm 4.12m/s² - K= 1.5m/s² 
 
Notified Bodies:  
TÜV SÜD Product Service GmbH, Zertifizierstelle, Ridlerstraße 65, 80339 München 
VCA (The United Kingdom Vehicle Approval Authority), Bristol. 
 
Authorised signatory & technical file holder 
Date: 17th August 2017 
 
Signature: 

 
Name: 
Mr Simon Belcher 
Position: 
Chairman 
Company: 
Handy Distribution Ltd 
Address: 
Murdock Rd, Dorcan, Swindon, Wiltshire, SN3 5HY. 



This Service Book is provided with your Webb, to help you look after your purchase to our recommendations and 
enable you to take advantage of the conditional manufacturer domestic warranty*. 

Present this service book to your authorised Webb repair dealer, whenever a service or a warranty appraisal is 
required.

The booklet is applicable to the following products, in the UK only:
Ride On Lawn Tractors
Cylinder Lawnmowers

Petrol Rotary Lawnmowers
Petrol Hand Held Range

Please register your machine using the following pages or at www.webbgardenpower.co.uk. By registering your 
machine, you agree to maintain the machine in accordance with the service schedules specifi ed in this manual and 
services duly recorded. (Not applicable for Webb electric handheld machines). You may be asked to produce this 

booklet as proof of servicing in the event of a claim. Proof of purchase should also be kept as a reference.

Ensure you have the following information available from your machine product label. The two examples below can 
be found on your machine:

1
2

1.   Model Number

2.  Serial  & Product Number

Please complete using BLOCK CAPITALS. 
Sections marked* must be completed to validate Warranty. 

1. Users Statement of Warranty
Each new machine is warranted against defective material or assembly of material under normal usage. The 
warranty applies to the original purchaser, is not transferable and covers faulty parts and the labour involved in 
replacing and repairing those parts, which are of original manufacture.

2. Period of Warranty
Webb (excludes Electric Handheld) & Webb Pro, 2 year conditional warranty from the original date of sale to the 
fi rst domestic user.
Webb Electric Handheld & Dynamic 1 year warranty from the original date of sale to the fi rst domestic user.
90 days from the original date of sale to the professional/commercial or for hire user.
Engine warranty as per the engine manufacturer’s warranty, which will be supplied with the machine.
90 days from the original date of sale for Replacement Spare Parts 
All machines’ must be serviced within the fi rst 14 months from the original date of purchase, to qualify for a second 
year parts & labour warranty, details of the service must be recorded in the service record within this manual.
A reduced warranty period of 90 days applies to those items which are subject to normal wear and tear and in 
normal use, will need replacement or adjustment.
These items are chargeable after 90 days of ownership. 

Filters 
Tyres / Wheels

Drive chains and belts 
Brake & clutch friction components

Control cable & starter cords
Fluids & lubricants

Spark plugs
Blades (Lawnmowers & Brushcutters)

Cutter bars (Hedgecutters)
Drive & clutch cable surfaces
Nylon Lines (Line Trimmers)

Carburettor cleaning
Bearings
Bushes

Electric cable
Grass collectors

3. Not covered by this warranty
(a) The warranty policy does not cover any depreciation or damages caused by ordinary wear, rusting or corrosion, 
lack of correct maintenance or operation, misuse, abuse, lack of transportation or accident.
(b) The warranty policy does not cover any costs necessary for the standard periodic maintenance services 
instructed by the operators manual, or service parts replacement which would include oil, fi lters, tyres, belts, brake 
linings, fuses, blades, seals and other service parts unless it can be proven that the item has evidence of faulty 
manufacture.
(c) The warranty policy will not cover failure or damage caused as a result of parts or accessories being modifi ed 
without the written approval of GJ Handy & Co Ltd.
(d) The warranty policy will not cover the unit if non-genuine parts have been fi tted and as a result damage has 
occurred to the unit.
(e) The warranty policy is non-transferable and is only applicable to the original purchaser.

4. Disclaimer
(a) This warranty is only a remedy for defect of products. GJ Handy & Co Ltd will never warranty in terms of the 
merchantability or the fi tness for a particular purpose.
(b) No person is authorised to make any warranties, representations or promises, expressed or implied, on behalf of 
GJ Handy & Co Ltd, or to modify the terms conditions or limitation of this warranty policy in any way.

INSTRUCTION MANUAL
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 Warranty

(c) Neither GJ Handy & Co Ltd nor any company affi  liated with GJ Handy & Co Ltd shall be liable in any event or 
manner whatsoever for incidental or consequential damages or injuries, including, but not limited to, loss of crops, 
loss of profi t, out of pocket expenses or profi ts, rental of substitute equipment or other commercial losses.

5. General
(a) Most warrantable failures show up within the fi rst few weeks of use. These failures are usually straightforward 
and warranty assessment is relatively easy.
(b) Failures relating to cutter decks and belts need careful investigation, as the cause may not always be 
straightforward. Look for damage to blades and pulleys especially when the cutter belt or blade boss have snapped 
or cracked as this could be due to impact damage.
(c) Customers should always refer to the operator/instruction manual when any disputed problem arises, you will 
fi nd most areas covered within the manual.

Protecting your machine

Maintenance
Regular maintenance of your Webb machine is essential to ensure it operates, safely, effi  ciently and therefore 
reducing the environmental impact.
It is the owner’s responsibility to ensure that their Webb machine is maintained at specifi c intervals. Any approved 
Webb service dealer can undertake a service, which are specialised in our products and will be aware of your 
particular machine and any technical updates which will save valuable time & money.
If you are using your machine in dry, dusty or high temperatures, you will need to service the machine more 
regularly.

Fuel (if applicable)
Due to ongoing eff orts by fuel companies to reduce emissions, unleaded petrol will oxidize & deteriorate in storage 
overtime, leaving residue from detergent components.
Fuel deterioration problems may occur when petrol is stored for over 30 days. If you are planning to store fuel for 
over 30 days, we recommend you add Handy Parts Sure-Start fuel stabilizer to fresh fuel after purchasing. Sure-
Start cannot reconstitute stale fuel.

Storage
When storing your machine for an extended period, we do recommend that you follow the instructions of engine 
instruction manual.
Always store the fuel in a clean, approved and sealed container. If the container is steel, ensure it is not corroded.
If the container is not fi lled to its recommended capacity, air can accelerate fuel deterioration.
Always store fuel away from direct sunlight, in a dark, cool environment.

Your servicing Webb approved dealer will stamp & date the below relevant sections, when the correct service actions 
have been completed. 

PLEASE ENSURE THE SERVICE BOOK IS AVAILABLE FOR THE DEALER, DURING SERVICE WORK.

1st Service
This must be stamped by an approved service dealer to 

qualify for a free second year warranty.
(Excluding the Webb Electric Handheld machines)

24 Months

Date Date

36 Months

12 Months

Date

INSTRUCTION MANUAL
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Service Record

48 Months
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Date

Date

Date

Date

Date

Date

Date

72 Months

96 Months

120 Months

60 Months

84 Months

108 Months

132 Months

Webb Lawnmowers privacy commitment to machine owners. 
The information supplied, helps us to improve the products & services we provide, including information that we believe is relevant to your and/or 
your machine. We value your trust by giving us this information about yourself and we are committed to protecting your privacy. 

Webb, its associated companies, authorised dealers or third parties working on our behalf may wish to contact you regarding PRODUCT RECALLS 
specifi c to your machine. Please advise how you wish to be contacted for this specifi c reason only:
  Post             Telephone             Email

From time to time Webb, its associated companies, authorised dealers or third parties working on our behalf may wish to contact you regarding 
our products, services, off ers or just opinions, which may be used for marketing, research or analysis purposes. 
If you wish to be contacted by any of the following methods, please tick the relevant boxes: 

  Post             Telephone             Email

You may give Webb Lawnmowers notice in writing at any time that you no longer wish to receive direct marketing communications

*House Number *House Name
*Address 1
*Address 2
*Town
*County
*Postcode

Home Tel Mobile Tel
Email

If you have registered online, this form is not necessary. 
PLEASE POST THIS COPY TO THE ADDRESS OVERLEAF

*Title *Forename *Surname

Age 18 to 25 26 to 35 36 to 45 46 to 60 61 to 80 81 & over

*Usage Domestic Use Commercial/Professional/Hire Use

Personal Information (* Compulsory)

*Model No:
*Product No: 
*Serial No:
*Date of Purchase:

Product Information (* Compulsory)

*Dealer Stamp (if available)

*Dealer Name
*Dealer Address

*Date of Purchase

*Selling Retailer (If dealer stamp not available)
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Webb Lawnmowers
Murdock Road

Dorcan
Swindon
Wiltshire
SN3 5HY


